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Pos. |Description Technical specifications MHC2000-PT Units MH 200/ MH 201
10|Drawbar MH Overall width cm 350
20|Basic MH 201 Maximum height (option dependent) cm 300- 370
30|Undercarriage frame MH 200 1 unit with PT 300/20 Intake width cm 330
40|Hydraulic braked axle Intake height (standard) cm 80-94
50|Side boards MH 200 Combi Hopper floor width cm 200
60|Control box Hopper floor length cm 460 / 560
70|Manual gap and lift adjustment 1 unit Hopper floor speed m/ min 0,1-4,6
80|Cleaning unit 200 6 rollers 1 motor 2 speeds Hopper weight kg 6800
90|Coil roller left - right 200 (Steel) Hopper volume cubic meter 13-15

100|Flat conveyor FC 350/85, tracking belts Maximum driving speed km / hour 6
110|1 Unit PT 300/200 (6/7/8 rollers) Input power (option dependent) kw 8.2-12.0
120|Supports cross conveyor TC Votages Voltage 380-420VAC / 50Hz / 3~
130|Throughed conveyor TC 350/75, tracking belts Voltage 190-210VAC / 50Hz / 3~
Voltage 440-480VAC / 60Hz / 3~

Voltage 220-240VAC / 60Hz / 3~
Voltage 200-220VAC / 60Hz / 3~

Standard
Start-Control with extension cable 7,5m
Cleaning units with chain drive
(two speeds)
High speed discharge conveyors with
guide belts

Options

Variable input board

Double rubber flap
Start / Stop MH with IR-sensor
level control

Chain lubrication hopper floor

Hopper entry navigation lights

Tipping trailer detection

Dosing mill

MH-Contol

Power supply 5A

2x power supply 5A

Start-Control extension cable 15m

Input board high MH 24x

Several rubber and steel grading screens

available
Several lengths of discharge belts available
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. | Description Technical specifications MH240-2 Units MH 200/ MH 201
10|Drawbar MH Overall width cm 350
20|Basic MH 200 Maximum height (option dependent) cm 300- 370
30|Undercarriage frame MH 200 1 unit with PT Intake width cm 330
40|Hydraulic braked axle Intake height (standard) cm 80-94
50|Side boards MH 200 Combi Hopper floor width cm 200
60|Control box Hopper floor length cm 460/ 560
70|Variable input board Hopper floor speed m / min 0,1-4,6
80|Double rubber flap Hopper weight kg 6800
90|Chain lubrication hopper floor Hopper volume cubic meter 13-15

100|MH-control Maximum driving speed km / hour 6
110|0Output socket 5A Input power (option dependent) kW 8.2-12.0
120|Start-control extension cable 7,5 meter. Votages Voltage 380-420VAC / 50Hz / 3~
130|Manual gap and inclination adjustment Voltage 190-210VAC / 50Hz / 3~
140|(Cleaning unit 200 8 rollers 8 motors invertor Voltage 440-480VAC / 60Hz / 3~
150|Plain roller 200 (Stainless steel) Voltage 220-240VAC / 60Hz / 3~
160|Coil roller left 200 (Steel) Voltage 200-220VAC / 60Hz / 3~
170|Coil roller right 200 (Steel)

180|Scraper plain roller 200 Standard

190|Scraper coil roller steel {with Smart-Pin) Start-Control with extension cable 7,5m
200|Flat conveyor FC350/105, tracking belts Cleaning units with chain drive
210|Scraper FC105 with guide plates (two speeds)

220|Barrier FC/TC 105 High speed discharge conveyors with
230|Belt narrower FC guide belts

240|Smart-Pin 8 rollers

250|Retractable pin Smart-Pin Options

260|1 Unit PT 300/200 (6/7/8 rollers) Variable input board

270|Scraper FC 75 with guide plates and transfer Double rubber flap

280|Detachable frame Dual Weh Grader 2000 Start / Stop MH with IR-sensor
290|Miedema Web Grader right (LT 20) level control

300|Ejector roller with star roller right Chain lubrication hopper floor
310|Miedema Web Grader left (LT 20) Hopper entry navigation lights
320|Ejector roller with star roller left Tipping trailer detection

330|Control box double webgrader Dosing mill

340|Flat conveyor FC 350795, tracking belts MH-Contol

350|Scraper FC95 with guide plates and transfer Power supply 5A

360|Barrier FC/TC 95 2x power supply 5A

370|Single agitator for rubber and metal screens Start-Control extension cable 15m
380|Supports cross conveyor TC Input board high MH 24x
390|Troughed conveyor TC350/75, tracking belts Several rubber and steel grading screens
400|Barrier FC/TC 75 available

410|Scraper TC 75 with guide plates and transfer Several lengths of discharge belts available
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. |Description Technical specifications MH240-2 Units Units MH 200/ MH 201
10|Drawbar MH Overall width cm 350
20|Basic MH 201 Maximum height (option dependent) cm 300- 370
30|Undercarriage frame MH 201 2 unit with PT Intake width cm 330
40|Hydraulic braked axle Intake height (standard) cm 80-94
50|Side boards MH 201 Combi Hopper floor width cm 200
60|Control box Hopper floor length cm 460 / 560
70|Variable input board Hopper floor speed m / min 0,1-4,6
80|Double rubber flap Hopper weight kg 6800
90|Chain lubrication hopper floor Hopper volume cubic meter 13-15
100|MH-control Maximum driving speed km / hour 6
110|Output socket 5A Input power (option dependent) kw 8.2-12.0
120|Start-control extension cable 7,5 meter. Votages Voltage 380-420VAC / 50Hz / 3~
130|Electrical gap and inclination adjustment Voltage 190-210VAC / 50Hz / 3~
140|Cleaning unit 200 8 rollers 2 motors invertor Voltage 440-480VAC / 60Hz / 3~
150|Plain roller 200 (Stainless steel) Voltage 220-240VAC / 60Hz / 3~
160|Coil roller left 200 (Steel) Voltage 200-220VAC / 60Hz / 3~
170|Coil roller right 200 (Steel)
180|Scraper plain roller 200 Standard
190|Scraper coil roller steel (with Smart-Pin) Start-Control with extension cable 7,5m
200|Flat conveyor FC350/105, tracking belts Cleaning units with chain drive
210|Scraper FC105 with guide plates (two speeds)
220|Barrier FC/TC 105 High speed discharge conveyors with
230|Belt narrower FC guide belts
240|Smart-Pin 8 rollers
250|Retractable pin Smart-Pin Options
260|Cleaning unit 200 8 rollers 2 motors invertor Variable input board
270|Sizing roller 200 35/55 mm (PU) Double rubber flap
280|Scraper sizing roller 35/55 mm Start / Stop MH with IR-sensor
290|Flow-Pin level control
300|Pin set plastic flexible 8 roller cleaning unit Chain lubrication hopper floor
310|2 Unit PT 300/200 (6/7/8 rollers) Hopper entry navigation lights
320|Scraper FC 75 with guide plates and transfer Tipping trailer detection
330|Detachable frame Dual Weh Grader 2000 Dosing mill
340|Miedema Web Grader right (LT 20) MH-Contol
350|Ejector roller with star roller right Power supply 5A
360|Miedema Web Grader left (LT 20) 2x power supply 5A
370|Ejector roller with star roller left Start-Control extension cable 15m
380|Control box double webgrader Input board high MH 24x
390|Flat conveyor FC 350/95, tracking belts Several rubber and steel grading screens
400|Scraper FC95 with guide plates and transfer available
410|Barrier FC/TC 95 Several lengths of discharge belts available
420|Single agitator for rubber and metal screens
430|Supports cross conveyor TC
440|Troughed conveyor TC350/75, tracking belts
A50|Bartier FC/TC 75
460|Scraper TC 75 with guide plates and transfer
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Emisdemes
Description Technical specifications MH240-2 Units Units MH 200/ MH 201

10| Drawbar MH \ Overall width cm 330
20(Basic MH 201 \ Maximum height (option dependent) cm 300 - 370
30|Undercarriage frame MK 201 PB 2 unit with PT Intake width cm 330
40{Hydraulic braked axle \ Intake height (standard) cm 80-94
30| Side boards MH 201 Co\'nbi Hopper floor width cm 200
60| Control box N Hopper floor length om 460 / 560
70|Variable input board \ 'Y/ Hopper floor speed m/ min 0,1-4,6
80|Double rubber flap Hopper weight kg 6800
90|Chain lubrication hopper floor Hopper wlume cubic meter 13-15

100|MH-control Maximum driving speed km / hour 6

110|Output socket SA Input power (option dependent) kW 8.2-120

120|Start-control extension cable 7,5 meter. Votages Voltage 380-420VAC / 50Hz / 3~

130|Electrical gap and inclination adjustment Voltage 190-210VAC / S0Hz / 3~

140|Cleaning unit 200 8 rollers 2 motors invertor Voltage 440-480VAC / 60Hz / 3~

130|Plain roller 200 (Stainless steel) Voltage 220-240VAC / 60Hz / 3~

160|Cail roller left 200 (Steel) Voltage 200-220VAC / 60Hz / 3~

170|Coil roller right 200 (Steel)

180|Scraper plain roller 200 Standard

190|Scraper cail roller steel (with Smart-Pin) Start-Control with extension cable 7,5m

200|Flat conveyor FC350/105, tracking belts Cleaning units with chain drive

210|Scraper FC105 with guide plates (two speeds)

220|Barrier FC/TC 105 High speed discharge conveyors with

230|Belt narrower FC guide belts

240|Smart-Pin 8 rollers

250|Retractable pin Smart-Pin Options

260|Cleaning unit 200 8 rollers 2 motors invertor Variable input board

270|Sizing roller 200 33/35 mm (PU) Double rubber flap

280|Scraper sizing roller 35/55 mm Start / Stop MH with IR-sensor

290|Flow-Pin level control

300|Pin set plastic flexible 8 roller cleaning unit Chain lubrication hopper floor

310(2 Unit PT 300/200 (6/7/8 rollers) Hopper entry navigation lights

320|Scraper FC 75 with guide plates and transfer Tipping trailer detection

330|Detachable frame Dual Web Grader 2000 Dosing mill

340|Miedema Web Grader right (LT 20) MH-Contol

330|Ejector roller with star roller right Power supply SA

360|Miedema Web Grader left (LT 20) 2x power supply 5A

370|Ejector roller with star roller left Stant-Control extension cable 15m

380|Control box double webgrader Input board high MH 24x

390|Flat conveyor FC 350/93, tracking belts Several rubber and steel grading screens

400|Scraper FC95 with guide plates and transfer available

410|Barrier FC/TC 95 Several lengths of discharge belts available

420|Single agitator for rubber and metal screens

430|Supports cross conveyor TC

440 | Troughed conveyor TC350/75, tracking belts

450|Barrier FC/TC 75

460|Scraper TC 75 with guide plates and transfer
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